












SOLAR OPTIONS

�t��Evacuated Solar Tubes provide superior heat output, even  
on cloudy days.

�t��Tested to Australian Standards for frost protection (-15°C).

�t��Individual Evacuated Solar Tubes can be replaced as  
opposed to replacing a complete Solar Flat Panel.

�t��It’s free from the sun

�t��Reduce your hot water power bill, in some cases completely!

�t��All Solar Collectors come with a 15 year Edson guarantee.

OPTIONAL EXTRAS

A

B

 Evacuated TubesSR 10SR 20SR 30SHC 14SHC 20SR 35 Compact Tubes

AWidth880 mm1,635 mm2,375 mm1,570mm2,230 mm2,750 mm

BLength2,000 mm2,000 mm2,000 mm2,000 mm2,000 mm1,000 mm

COMPACT Solar Tubes

SR 35 tubes

Combinations are used for more than 30 tubes

Water pump

An electric pump to increase pressure 

and allow transfer to a storage tank 

located further away.

House heating

Each Wetback system can also be 

used for heating the household as well 

as heating the water.

ELECTRIC ELEMENT

A thermostatically controlled 3.6 kW 

electric heating element, which can be 

used in the hotter months for boosting 

your system without burning solid fuel.

DUAL OUTLET

An additional outlet is utilised on the 

storage tank with a smaller coil for 

increased pressure in the shower.

Solar Tubes

SR 10, 20, 30 tubes

SHC 14, 20 tubes
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SPECIFICATIONS SC160 (Short) SC160 (Tall) SC200 SC250 SC315 SC400

A Height 815mm 1355mm 1020mm 1220mm 1440mm 1320mm

B Appliance Inlet 530mm 1015mm 720mm 885mm 1085mm 965mm

C Solar Inlet (optional) 435mm n/a 530mm 625mm 720mm 600mm

D
Cold Water Inlet, 
Appliance Outlet & Solar 
Outlet (Optional)

135mm 160mm 135mm 135mm 135mm 135mm

E Anode 130mm 75mm 130mm 130mm 130mm 130mm

F Diameter 660mm 520mm 660mm 660mm 660mm 790mm

G Electric Element* 3.6kW 3.6kW 3.6kW 3.6kW 3.6kW 3.6kW

SPECIFICATIONS UC250 UC315 UC400

A Height 750mm 840mm 1090mm

B Hot Water Outlet 595mm 685mm 935mm

C
Hot Water Outlet 
(Optional)

575mm 665mm 890mm

D Appliance Inlet 495mm 585mm 790mm

E
Solar Inlet 
(Optional)

415mm 505mm 555mm

F Hot Water Inlet 315mm 405mm 655mm

G
Appliance Outlet, 
Solar Outlet (Optional) 
& Drain Plug

80mm 80mm 80mm

H Electric Element 3.6kW 3.6kW 2 x 3.6kW

I Diameter 895mm 895mm 895mm
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Sales: 1300 880 154  |  Service 1300 303 779

Fax: + 61 3 9548 5176  |  P.O. Box 5008, Cheltenham East, VIC 3192

Email: sales@edson.com.au  |  www.edson.com.au   |  ABN 63 606 991 897

Alternative Technology Association 
Member

All dimensions displayed in millimetres. All information and guidelines outlined were correct at the time of printing. 
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SPECIFICATIONS ESSW250 ESSW315 ESSW400

A Height 1625mm 1985mm 1830mm

B
Hot Water Outlet & 
PTR Valve

1575mm 1935mm 1540mm

C Appliance Inlet 1065mm 1645mm 1005mm

D Solar Return 620mm 780mm 590mm

E Appliance Outlet 320mm 320mm 270mm

F
Cold Water Inlet & 
Solar Outlet

320mm 320mm 270mm

G
Electric Incoloy  
Element

3.6kW 3.6kW 3.6kW

H Diameter 600mm 600mm 685mm

STAINLESS STEEL STOVE CYLINDER

G

55°

H

D

C

B

A

E F

* Optional boost element available.
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